Zatgcznik nr 7

Parametry konfiguracyjne Bramy Medialnej HiPath4000 typu 2B

Konfiguracja sprzetowa i wersja oprogramowania RMX i UW?7.

DISP-APS:,PSGL,Y*;

PROGERM SYSTEM 1 YO-EQOYC

VERSION NUMBER : 10

CORRECTION WERSION NUMBER : 003

FART NUMBER : P30252N4602BH3501 |V4 R2.1.35(*1)

FPROGEAM SYSTEM WITH CODE SUBSYSTEMS
TINTERFACE VERSICHN:
FROGEAM SYSTEM DOES NOT CONTAIN ANY INTERFACE VERSIONS

DIR SUBSYSTEM | | OMF SUBSYSTEM
_______________________ o
ZMITSCOO0.¥0-EMD.10.001 |*|ZMITSCO0.Y7-FMT.10.001

PROGREM SYSTEM : ¥Y7-POTYT

VERSION NUMBER : 10

CORRECTION VERSION NUMBER : 002

PART NUMBER : P30252N4600000300|V4 R3.0.0(*Z)

PROGERM SYSTEM WITH TEXT SUBSYSTEMS
INTERFRCE VERSIOCHM:
FROGERAM SYSTEM DOES NOT CONTAIN ANY INTERFACE VERSIONS

DIR SUBSYSTEM | | OMF SUBSYSTEM
_______________________ G ——————————————————————————
ZMITSCOQ.Y¥T7-PMT.10.001 | |ZMITSCOOQ.Y7-PMT.10.001
*1) wersja system BMX

=]
*2) wersja system UWT
Konfiguracja SWU.

DISP-CDEU;

CRBIRET TY¥FE
CODE HNUMEER

[ N ]
|
L ]

SEELF
FEAME TYFE
CODE HNUMEER

AMO-CDSU -111 CABINET CONFIGURATION DISPLAY OF SY¥STEM SWU
DISPLAY COMPLETED;
Konfiguracja ADP.
DISP-CDSM;
CRBINET ADDRESS: P10l

CRBINET TYFE
CODE HUMEER

SEELF

FRAEME TYFPE
CODE NUMEER
| HW BRDDRESS

CODE HNUMEER : G5413-X

SEELF

FEARME TYFE 1
CODE HNUMEER
AMO-CDEM -111 CABINET CONFIGURATION DISPLAY QF SY¥STEM SERVER

DISPLAY COMDPLETED;

. Obiekt KSP



